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Kuhota-D1109
ENGINE MODEL

INDUSTRIAL DIESEL ENGINE
Kubota 05 Series (3-Cylinder)

Kubota engine
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HN23W SKID STEER LOADER

HYDRAULIC SYSTEM PARAMETER LIST

U] L —— Engine driven, Two Gear type

OO0 [ | ————— 53.4L/min)@ 3000 RPM

System Relief @ QUICK COUDIETS w:sussssossumnssnmsssnssissvmssssissmss ssus i sssssyinmss i s S5y raiasss 210 Bar

Hydraulic Filter ...... Full flow replaceable, 10 micron synthetic media element F

HydrauliG CYNNAETS! cuxzevsseesssomessimmessmmmmsmmmsmsssmsessasessoa v s s oy S5 ST S e Double-acting

Main Control Valve ........ccccceeveiiiieeeeeeceeeee e, 5-Spool, open center series parallel configuration

Attachment Control Valve.............ccocieeiiiiiinnienns 2-Spool, open center series parallel configuration

RAISE! Lift ATHS susconsiomvmsmummrvsssmsmmsomymssivenss s s soss sy o o e S AR ST B s e 3.5 Seconds

Lower Lift Arms .. 2.4 Seconds ““25w

BUCKEt DUMP: xusvssusvsnvormssmvmmmmmsssmssssvsss ovmsvmesssms sy s v sy s s i e s s s s sy s s ysan 2.5 Seconds

Buicket ROIDACK wxvurswssmsssmmmssissansmemsmmmissmsssmsssvsssssmrmsmsymssssassmmsssvsssssamsssyswrsssansssss 1.8 Seconds Working environment: meet the needs of small projects and frequent reverse operations, and meet
DRIVE SYSTEM the needs of any narrow passage, indoor and ground transportation operations.
MIEIN DIV ettt ee e en e Fully hydrolic,4-wheel drive Rightproductivity; onlyioneiperson canieasily completeithe woridoadiof 35 people
Transmission ... Direct drive of hydrolic motor to tires

TS st s s 5 S i A5 23x8.5-12
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HN23W SKID STEER LOADER

parameter title Parameter value jl parameter title Parameter value
A. Angle of Departure 22° J. Length without Attachment 1969 mm
B. Carry Position 176 mm K. Length with Standard Bucket 2605 mm
C. Dump Angle @ Maximum Height 37° L. Operating Height 2623 mm
1 D. Dump Height with Standard Bucket 1279 mm M. Rollback @ carry Position 20°
E. Dump Reach @ Maximum Height 834 mm N. Rollback Fully Raised @ Maximum Height 93°
F. Ground Clearance 193 mm O. Wheel Base 775 mm
H
G. Ground Clearance-under platform 185 mm P. Turning Radius with Standard Bucket 1621 mm
D H. Height to Bucket Hinge Pin 1867 mm Q. Width 23x8.5-12 1080 mm
I. Height 1297 mm R. Wheel Tread 23x8.5-12 856 mm
parameter title Parameter value |l parameter title Parameter value
Make/Model Kubota // D1105-E4B-CSR-1 Lubrication Gear Pump Pressure
Fuel/Cooling Diesel/Liquid Crankcase Ventilation Closed
c “STn M IZATI 0 “ Horsepower (SAE Gross) 18.5kW Air Cleaner Dry replaceable cartridge with safety element
Maximum Governed RPM 3000 RPM Lgnition Diesel-Compression
performance parameter HN25W :
. Propylene glycol/water mix (53%-47%)
Torque @ 2200 RPM (SAE Net) 71.5 Nm Engine Coolant with freeze protection to -37°C
. . i 3 i i Gl |
Operating Capacity (35%) 262 kg Number of Cylinders Starting Aid ow plugs
Operating Capacity (50%) 374 kg Displacement 1:423L Alternator Belt Driven; 40 amps; Open
Tipping Capacity 748 kg Bore/Stroke 78mm/78.4 mm Battery 12V; 45Ah
Weight (no attachment) 935 kg
i 6.1L/h 12 volt; Gear Reduction Type; 1.4 kW
Travel Speed 10.8 km/h Fuel Consumption /! Starter Vo ear Reduction Type
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AGCESSORY DISPLAY

1. Working environment
Imeet the needs of small projects and frequent reversal operations, and can meet the needs of any narrow aisle, indoor and floor

transportation operations.

2. High productivity
only one person can easily complete the workload of 5-8 people

3. Various configurations are optional:

Fork Fork breaking hammer Sweeper crawler type, tire type and more than 300 kinds of auxiliary equipment are optional, which truly achieves low cost and multi-purpose.
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