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TS50 SKID STEER LOADER

HYDRAULIC SYSTEM

Rated load 700kg

Operating weight 2800kg
Bucket capacity 0.3m?

Engine model Xinchai engine
Engine power 50hp/2650rpm
Overall operating height 3350mm
Overall dimension 2950x1500x2050mm

Operation model Joystick control

PARAMETER LIST
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TS series adopts rubber crawler traveling system. The grounding ratio is low. It can adapt to soft
ground and mountain driving. Equipped with a dual speed motor, the main engine speed can
reach 18 kmh, and a high meteor system can be configured. The larger meteors are 120 L/min,
130 L/min, and 140 leaf minutes. The rear part of the main unit can be equipped with a Songshi
device, which can be used for deep ploughing more than 500mm
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1530 SKID STEER LOADER

STRUCTURAL PARAMETERS

A. Overall operating height (mm) 3350 J. Rollback o bucket on ground ( °) 30
{ B. Height to bucket hinge pin (mm) 2770 K. Rollback of bucket at full height ( ° ) 104
C. Heiht totop of cab (mm) 2050 L. Wheelbase(mm) 1240
D. Height to bottom of level bucket(mm) 2603 ‘ M. Ground clearance(mm) 140
}l‘ E. Without bucket length (mm) 2300 N. Angle of departure ( °) 20
F. Overall length with bucket(mm) 2950 O. Front turning radius without bucket(mm) 1064
a G. Dumping angle at maximum height( ° ) 40 P. Front tuning radius(mm) 1825
] H. Dumping height(mm) 2100 Q. Rear tuning radius(mm) 1264
% I. Dumping reach(mm) 790 R. Rear axle to bumper (mm) 594
{

parameter title Parameter value

Operating load (kg) 700

m

Max Speed (km/h) 10

c“STOMIZATInN Rated flux (L/min) 60
High Flow Flux (L/min) /
performance parameter 1550

Crawler model 300X%52.5
Rated load 700 kg Rated power (Kw) 36
Rated power 36 kw Fuel tank capacity (L) 50
Cvaral leogh <350 mm self weight bucket (kg) 2800
Overall width 1402 mm
Overall height 2050 mm Bucket capacity (m?) 03
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TS50 SKID STEER LOADER

AGGESSORY DISPLAY
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1. Working environment

Imeet the needs of small projects and frequent reversal operations, and can meet the needs of any narrow aisle, indoor and floor
transportation operations.

2. High productivity
only one person can easily complete the workload of 5-8 people

3. Various configurations are optional:

crawler type, tire type and more than 300 kinds of auxiliary equipment are optional, which truly achieves low cost and multi-purpose.

Fork Fork breaking hammer
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